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Overall height 1690 mm 1824 mm 2065 mm 1891 mm 2005 mm 2210 mm
Cutting Height 310 mm 400 mm 468 mm 473 mm 434 mm 515 mm
Floor Area (door Closed) 950 x 980 mm 895 x 930 mm 860L x 965W mm 974 x 972 mm 934 x 1094 mm 1460 mm x 1231 mm
Floor to Table height 900 mm 872 mm 1016 mm 903 mm 984 mm 950 mm
Cutting Table dimension 980 x 790 mm 880 x 895 mm 851 x 749 mm 900 x 930 mm 901 x 936 mm 1206 mm x 1185 mm
Cutting Throat Height 310 mm 400 mm 418 mm 470 mm 421 mm 515 mm
Cutting Throat Width 345 mm 320 mm 418 mm 390 mm 398 mm 590 mm
Wheel Diameter 17" 16" 17" 25"
. Direct motor to bottom | Direct motor to bottom | Direct motor to bottom | Direct motor to bottom In line with bearing .
Drive ) Pulley Drive
wheel wheel wheel wheel housing
1.5 kW (8 pole, 3 phase)
Motor 1.5 kW (4 pole, 3 phase)| 4 kW (4 pole, 3 phase) [1.5 kW (8 pole, 3 phase) 7.5 kW (4 Pole, 3 phase)
4 kW {4 pole, 3 phase) 3 kW (4 pole, 3 Phase)
Blade length 2580 mm 2950 mm 3290 mm 3200 mm 3290 mm 4500 mm
Blade Width 16 mm 16 mm 16 mm 16 mm 16 mm 19 mm
1.5kW - 960 m/min
1600 m/min (5250 1600 m/min (5250 950 m/min (3100 (3600 ft/min) 1960 m/min (6450 1920 m/min (6300
Blade Speed . . . - . .
ft/min) ft/min) ft/min) 4 kW - 1820 m/min ft/min) ft/min)
(7200 ft/min)
Weight 150 kg 200 kg 290 kg 320kg 400 kg 800 kg
Bandsaw 350 Bandsaw 360 Bandsaw Mk3 Bandsaw MK6 Bandsaw 400 Bandsaw 600

Brochure link for Details page

Brochure.pdf

Brochure.pdf

Brochure.pdf

Brochure.pdf

Brochure.pdf

Brochure.pdf

Bandsaw MK6 Brochure
(USA).pdf

Dimensioned image for details page

350-M1 -
dimensions.png

360 Bandsaw -
Dimensions.png

MK3-M1 -
Dimensions.png

MK6-M1-A -
Dimensions.png

400-M1-A -
Dimensions.png

600-M1-D -
Dimensions.png

N:\Book4

13/02/2023 at 8:54 AM



