
“THOMPSON TOUGH” 

LEADING AUSTRALIAN MANUFACTURERS OF MEAT PROCESSING MACHINERY

42 Mincers & 42 Under Bench Mincers

Thompson 42 Under bench mincer Thompson 42 mincer

Machines In Compliance with Australian Standards and Regulations
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Feedscrew Gear Motor 

Direct Drive
Heavy Duty Stainless Steel  

Barrel, Feedscrew & Lock Ring

5.5 Kw 
Mince 
Drive 
(options)

114 mm diameter  
feedscrew
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134 Magnesium Drive, Crestmead, Qld Australia 4132

Phone +61 7 3803 6643 — fax +61 7 3803 6635 

Email sales@tmach.com.au  — Web Site www.tmach.com.au

Thompson Meat Machinery Pty Ltd

Manufactured in accordance with Australian Standards and Regulations

Thompson 42 mincers & 42 Under Bench mincers

Thompson meaT machinery offers a range of Mincer Models in both appearance and working capabilities that enable the 
customers to process a variety of products.

The Thompson 42 mincer is constructed from high qualiTy sTainless sTeel, including the Barrel, Feedscrew and Lock Ring, 
to ensure long life span and reliabiliTy in harsh environmenT. It is compacT and uses only 700 mm x 800 mm of floor 
area (excluding barrel and other accessories).

The 42 Mincer is designed to provide cool and efficienT mincing without squashing or pulping the product. This model 
has high production output rate of up To 2500 kgs/hour of minced meat. The high production output rate reduces producT 
TemperaTure rise, improves shelf life, reduces labour cosT and increases yield.

The 42 Mincer has a genuine 114mm diameTer feedscrew designed to mince fresh meaT expedienTly through the 42 Series 
(130mm diameter) mincing head. Removable Twist Barrel provides The mosT saniTary hygienic cleaning soluTion of the 
mincer barrel and feeding chute, which are difficult to reach by hand due to the safety guard.

The 42 Mincer is powered by a high efficiency 4 kw gear moTor Transmission. The electric circuit contains overload 
proTecTion.

Thompson meaT machinery is renowned for their cusTom design experTise built from over 30 years of indusTry meaT 
processing experience providing customers with production solutions.

Thompson mincers specificaTions:   (Based on 415 V / 50Hz)

Model
Motor  
(kW)

*Power 
Supply 
(Amp)

Mincer 
Height 
(mm)

Mincer 
Width 
(mm)

Mincer 
Depth 
(mm)

Depth 
include 

Barrel (mm)

Height: Floor 
to Feedscrew 
Centreline 

(mm)

Feeding 
Chute (mm)

Safety Guard 
to Tray Top 

(mm)

Ship Size  
L x W x H 

(mm)

Ship 
Weight 

(kg)

42 mincer 4 20 1022 707 730 941 561 120X120 65 1100x900x1300 200

42 Under 
bench mincer

4 20 989 1501 764 870 649 115X115 75 1700x1000x1400 250

*Machine power to be fitted with a “D” curve motor start circuit breaker.  
Technical data is to be used as a guide only and is subject to change without notice. 
Dimensions and weight may vary in the course of development.
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42 Under Bench Mincer

OPTIONS INCLUDE:

•	5.5 kW Mince Motor

•	240V / 50Hz Single Phase (available 
on 42 Mincer Only)

•	42 Under Bench Mincer to provide 
additional bench area

42 Mincer
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