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Thompson Vacuum Tumblers and Massagers are constructed with Heavy Duty Stainless Steel and fitted with German made Busch 

Vacuum Pumps with Liquid Trap, Variable Speed, Continuous Vacuum and Reverse Discharge Function. They are perfect for Marinated 

Product, Improved Quality, Increased Productivity and Higher Profit Margin. Thompson has a large range of models ideal for Restaurants, 

Supermarkets, Butcher Shops, Large Meat Processing Plants and Testing Facilities.

OPTIONS INCLUDE:
•	 Single phase motor available 

•	 Custom Sizes, Pump Sizes, Voltages are available

•	 Large Massager available – TM-5000 and above

•	 Buggy (200L, 300L)

•	 Buggy Dumper

•	 Suction Tank  

Vacuum Tumblers & Massagers

SPECIFICATIONS TM-20  (Fig A) TM-40  (Fig A) TM-150  (Fig B) TM-300  (Fig B) TM-500  (Fig B)

Tumbler Capacity 8kg 16kg 70kg 140kg 300kg

Vacuum Drum Capacity 20L 40L 150L 300L 500L

Vacuum Pump Capacity 2.4m3/h (Dry pump) 2.4m3/h (Dry pump) 21m3/h (1 1/4hp/1kW) 21m3/h (1 1/4 hp/1kW)
21m3/h (1 1/4 hp/1kW) 

40m3/h (2hp/1.5kW)

Voltage 220V/1ph/50Hz/2.1Amp 220V/1ph/50Hz/2.1Amp
220V/1ph/50Hz/7.5Amp 

400V/3ph/50Hz/2.3Amp

220V/1ph/50Hz/7.5Amp 

400V/3ph/50Hz/2.3Amp

220V/1ph/50Hz/7.5Amp(21m3/h) 

220V/1ph/50Hz/11.3Amp(40m3/h) 

400V/3ph/50Hz/2.3Amp(21m3/h) 

400V/3ph/50Hz/3.5Amp(40m3/h)

Machine Size WxLxH 570x465x610mm3 570x525x680mm3 1215xØ940x1380mm3 1350xØ940x1460mm3 1490xØ910x1660mm3

Dimension AxBxC 630xØ560x815mm3 760xØ720x735mm3 860xØ860x765mm3

Machine Weight 30kg 35kg 282kg 300kg 360kg

                 Figure A			                                              Figure B	                              		  Figure C

SPECIFICATIONS TM-1000  (Fig C) TM-1500  (Fig C) TM-2000  (Fig C) TM-3000  (Fig C) TM-4000  (Fig C)

Tumbler Capacity 450kg 680kg 900kg 1360kg 1814kg

Vacuum Drum Capacity 1000L 1500L 2000L 3000L 4000L

Vacuum Pump  

Capacity

40m3/h (2hp/2.5kW) 

63m3/h (3hp/2.4kW)

63m3/h (3hp/2.4kW) 

100m3/h (5hp/4kW)
100m3/h (5hp/4kW) 202m3/h (8hp/7.5kW) 202m3/h (8hp)/7.5kW

Voltage
400V/3ph/50Hz/3.5Amp(40m3/h) 

400V/3ph/50Hz/6.4Amp(63m3/h)

400V/3ph/50Hz/6.4Amp(63m3/h) 

400V/3ph/50Hz/10.8Amp(100m3/h)
400V/3ph/50Hz/10.8Amp 400V/3ph/50Hz/18.5Amp 400V/3ph/50Hz/18.5Amp

Machine Size WxLxH 2065x1730x1790mm3 2230x1880x1910mm3 2502x2007x1945mm3 2792x1957x1980mm3 3131x2125x2084mm3

Machine Weight 730kg 815kg 1250kg 1600kg 1800kg

TM-1000  
TM-1500  
TM-2000 
TM-3000  
TM-4000  
TM-5000

TM-150 
TM-300 
TM-500

TM-20 
TM-40


